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LG’s Surveillance intelligence will protect 
your success by innovative security technology.
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Reach your goal with the  
LG perfect 
security system

With its powerful security solution, LG 

Electronics is committed to ensuring the 

success of its customers. LG’s new 2012 

security solution includes advanced IP 

surveillance cameras, enhanced hybrid 

DVRs, and upgraded high-performance 

analog cameras with XDI-II chip for 

guaranteed reliability and convenience. 

With its advanced security system 

technology, LG drives you to a successful 

future. For your safety and security 

needs, you can rely on LG’s perfect 

surveillance intelligence.
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• Box Camera

• Dome Camera

• PTZ Dome Camera

• Zoom Camera

• IR Camera

• IP Camera

• Digital Video Recorder

• Security Monitor

• Accessory

• Application Guide
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Rely on LG’s perfect Surveillance 
Intelligence for your safety



LG Security System PRODUCT Line-up 

ANALOG CAMERA ANALOG CAMERA

BOX CAMERA 

L332-BN / L332-BP / 
L332-CP

L330-DN / L330-DP

L322-BN / L322-BP / 
L322-CP / L322-EN

L321-BN / L321-BP / 
L321-CP

L320-BN / L320-BP / 
L320-CP

22p

22p

23p

23p

24p

IR CAMERA

L6213r-bn / l6213R-bp

L5213r-bn / L5213r-bp

LSR700n-Ea / LSR700p-Ea

Lsr300n-da / lsr300p-da

Lsr200n-c1 / lsr200p-c1 

34p

34p

35p

35p

36p

DOME CAMERA

24p

25p

25p

26p

26p

27p

27p

28p

28p

29p

29p

ZOOM CAMERA

LC903N-B / LC903P-B

LC703N-B / LC703P-B

33p

33p

PTZ DOME CAMERA
L9322-BN / L9322-BP

LT923N-b / LT923P-b 
LT923NI-b / LT923PI-b 

LT913N-b / LT913P-b
LT913NI-b / LT913PI-b 

LT723N-b / LT723P-b 
LT723NI-b / LT723PI-b 

LT713N-b / LT713P-b
LT713NI-b / LT713PI-b 

LT303N-b / LT303P-b
LT303NI-b / LT303PI-b

30p

30p

30p

31p

31p

31p

31p

32p

32p

32p

32p

96p

91p

Accessory

APPENDIX

PTZ Controller

Lens

LKD1000 88p

Bracket

application 
guide

CS2814D5 _ 99

CS4014D5 _ 99

CS5014D5 _ 99

CS3514D5 _ 100

CS3514M5 _ 100

89p

89p

90p

90p

90p

IP CAMERA

DVR

PTZ DOME CAMERA 
62p

62p

63p

63p

VIDEO SERVER 

LVS311 / LVS301 

LVS201

64p

64p

LE5016D 

LE5008D

LE4016D 

LE4008D

75p

75p

76p

76p

Hybrid DVR

Standard DVR

LCD MONITOR

LE6016N/D

LE2104/D

LE1004

LSM2150 

LSM1850 

77p

77p

78p

84p

84p

DVR

MONITOR

DOME CAMERA 
LW6424 / LW6454

LW6324 / LW6354

LVW900 / LVW901

LVW700 /LVW701 

LDW2010

LW5224R

LW130W 

58p

59p

59p

60p

60p

61p

61p

L6323-BN / L6323-BP

L6223-BN / L6223-BP

L6213-BN / L6213-BP

L6203-BN / L6203-BP

L6104-DN / L6104-DP

L5323-BN / L5323-BP

L5223-BN / L5223-BP

L5213-BN / L5213-BP

L5203-BN / L5203-BP

L2304-DN / L2304-DP

L2104-DN / L2104-DP

IP CAMERA

BOX CAMERA

LW352 / LW355 

LW342 / LW345 

LW332 / LW335 

LsW900 / LsW901

LsW2010

56p

56p

57p

57p

58p

LW9424 

LW9422

LW9228 / LW9228I

LW9226 / LW9226I

Compact Cube Camera

IR Camera
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    Fixed	   V/F	  Zoom
�2 :	   2.5	   2.6~6	  x10~12
3 :	   3.0   2.8~11(12)	  x16~18
4 :	   3.7	    4~9(3~9)	 x22~23
6 :	    6			    x27
8 :	    8			    x37
9 :	   12			    x50

0 : Mega hit
 1 : UTP
2 : Mid-end
Generation & 
Platform

E : Embedded (Standalone)
N : NVR
P : PC Based
Product Category

1   2   3   4

HDD Volume

LG Frame per Unit Ch
(@ CIF)
Frame
4 : 7.5
5 : 15
6 : 30
7 : 60
8 : 90
9 : 120

Channel
01 : 1ch
04 : 4ch
08 : 8ch
16 : 16ch
32 : 32ch

ODD Type
N : No ODD
B : Blue-ray
C : CD-RW
D : DVD-RW

HDD Option
NA : No HDD
A : 160G
B : 250G
C : 320G
D : 500G
E : 1T
F : 1.5T
G : 2T

LG Product
4 : Zoom Completed
M : Zoom Module
3 : Separated (Box)
2 : Fixed Dome
5 : V/F Dome (Plastic)
6 : V/F Dome (Vandal)
7 : Zoom Dome
8 : PTZ Dome (350˚)
9 : PTZ Dome Endless
B : Board

Function
0 : Digital D&N + DSS
1  : D&N (ICR) + DSS
2 : WDR + D&N(ICR) + DSS

Etc. Feature
R : IR Camera

Power
A : AC24V
B : DC12/AC24V
C : AC220~230V
D : DC12V
E : AC24/DC12V/PoE
F : DC12V/PoE
G : AC24V/PoE
P : PoE

Etc. Feature
R : IR Camera

LG Product
4 : Zoom Completed
3 : Separated (Box)
2 : Fixed Dome
5 : V/F Dome (Plastic)
6 : V/F Dome (Vandal)
8 : PTZ Dome (350˚)
9 : PTZ Dome Endless

Function
0 : Digital D&N + DSS
1  : D&N(ICR) + DSS
2 : WDR + D&N(ICR) + DSS
3 : Digital D&N + DSS + VCA
4 : D&N(ICR) + DSS + VCA
5 : WDR + D&N(ICR) + DSS + VCA

Power
A : AC24V
B : DC12/AC24V
C : AC220~230V
D : DC12V
E : AC24/DC12V/PoE
F : DC12V/PoE
G : AC24V/PoE
P : PoE

0 : Megahit
1  : Standard Below VGA
2 : Standard Above D1
3 : Mega Pixel 1.3M
4 : Mega Pixel 2M
5 : Mega Pixel 3M

Resolution

N/A : Mount
I : Insert (Surface)

PTZ Dome 

N : NTSC
P : PAL

Signal System

     Fixed	   V/F	 Zoom
�2 :   2.5	     2.6~6	  x10~12
3 :	   3.0     2.8~12	  x16~18
4 :  3.7	    4~9	   x22~23
6 :	    6			    x27
8 :	    8			    x37
9 :	   12			    x50

Lens
(Zoom/Dome/PTZDome)

n.a : Analog Camera
W : IP Camera

Product Category

0 : N/A
1  : XDI-S
2 : XDI-S2
3 : XDI-II
4 : XDI-III

Series 
(or Platform)

N/A
I : Insert(Surface)

PTZ Dome 

N : NTSC
P : PAL

Signal System
Lens
(Zoom/Dome/PTZ Dome)

L 3 -3 2 PB

N/A : Analog Camera
W : IP Camera

Product Category

L W 6 -4 5 4 NF

L E 6 -0 1 6 D 1a

Analog Camera

IP Camera Video Server

DVR

LG Function
0 : No VCA
1  : VCA

Number of Video Input

Video Input
VS : Video Server

Product

L V S 3 1 1

Ex) VS1000    2000    3000

Series 
(Generation)

Product Model Number
06 |  0706 | 



175 : 17.5 Type
205 : 20.5 Type
230 : 23.0 Type
320 : 32.0 Type
420 : 42.0 Type

Display TypeSecurity Monitor

LG Security Monitor Diversion
0 : N/A
1~5 : OEM
6 : S/W Change
7 : H/W Change

L S M 4 2 0 0

Security monitor

LG Series
2000b3000

NA : Analog
W : Network

Type
Keyboard

Product
KeyboarD
Product

L K D 2 0 0 0 W

Controller

Product Model Number

Series
6213 : 6213

L b k 1 0 0 0 W

C : Ceiling
S : Surface
P : Pendant Mount
W : Wall Mount

Mount Type
BK : Bracket

Product

LG

Bracket
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Type Image Model 
No.

Imaging 
Sensor

Optical /
Digital
Zoom

Horizontal 
Resolution

Min. 
Illumination

Day & 
Night

WDR / 
HSBLC

3D-
DNR

Pan/Tilt 
Speed

 &Range
Masking OSD Vandal-

Proof Power Source

A
nalog

PT


Z
 C

am
era

LT723(I) 1/4 Type 
Ex-View HAD CCD

x27
/ x12 540TVL 0.003 Lux

@ Sens-up Auto ICR o / o o
0˚~360˚, 

Max 400˚/Sec
0˚~180˚, 

Max 400˚/Sec

8 4 o (x) AC 24V

LT713(I) 1/4 Type 
Ex-View HAD CCD

x27
/ x12 540TVL 0.003 Lux 

@ Sens-up Auto ICR o / o o
0˚~360˚, 

Max 400˚/Sec
0˚~180˚, 

Max 400˚/Sec

8 4 o (x) AC 24V

LT303(I) 1/4 Type 
Ex-View HAD CCD

x27
/ x12 520TVL 0.003 Lux 

@ Sens-up Auto ICR o / o o
0˚~350˚, 

Max 120˚/Sec
0˚~180˚, 

Max 120˚/Sec

8 4 o (x) DC 12V

Image Model 
No.

Imaging 
Sensor

Optical /
Digital
Zoom

Horizontal 
Resolution

Min. 
Illumination

Day & 
Night

WDR / 
HSBLC

3D-
DNR EIS Masking OSD Alarm 

In/Out Power Source

Z
oom

 C
am

era

LC903 1/4 Type 
Ex-View HAD CCD

x37
/ x12 540TVL 0.0003 Lux 

@ Sens-up Auto ICR o / o o o 8 2 4 / 2 DC12 ± 20%

LC703 1/4 Type 
Ex-View HAD CCD

x27
/ x12 540TVL 0.0003 Lux 

@ Sens-up Auto ICR o / o o o 8 2 4 / 2 DC12 ± 20%

Image Model 
No.

Imaging 
Sensor Lens Horizontal 

Resolution
Min. 

Illumination LED WDR / 
HSBLC

3D-
DNR

User Color 
Mode Masking OSD Vandal-

Proof Power Source

IR
 C

am
era

L6213R 1/3 Type CCD 2.8~
11mm 620TVL 0 Lux 

@ IR LED On
30pcs
/30m - / o o o 8 15 o DC 12V,  AC 24V

L5213R 1/3 Type CCD 2.8~
11mm 620TVL 0 Lux 

@ IR LED On
30pcs
/30m - / o o o 8 15 - DC 12V,  AC 24V

LSR700
1/3 Type 

Interline Transfer 
Color CCD

6~
50mm 540TVL 0 Lux 

@ IR LED On
45pcs
/70m - / - - - 4 1 - DC 12V

LSR300
1/3 Type 

Interline Transfer 
Color CCD

2.8~
12mm 540TVL 0 Lux 

@ IR LED On
34pcs
/30m - / - - - 4 2 - DC 12V

LSR200 1/3 Type CCD 4.0mm 540TVL 0 Lux 
@ IR LED On

24pcs
/20m - / - - - - 2 - DC 12V

Type Image Model 
No.

Imaging 
Sensor Lens Resolution

( N / P ) 
Min. 

Illumination
Video 

Compression
Frame 
Rate

Multi
Streaming

2-Way
Audio

RS-
485 VCA Vandal-

Proof Power Source

IP B
ox C

am
era

LW352
1/2.8 Type

Progressive Scan
CMOS

- 2,040 x 1,536
0.005 Lux @ 

F1.2,
Gain : High

H.264 
/MJPEG

20 fps @ 2,040 x 
1,536 

30 fps @ 1,080p
Dual o - - - PoE, DC 12V

LW342
1/2.8 Type

Progressive Scan
CMOS

- 1,920 x 1,080 0.1 Lux 
@ F 1.4

H.264 
/MJPEG

30 fps
@ 1,080p Dual o - - - PoE, DC 12V

LW332
1/3 Type 

Progressive Scan 
CMOS

- 1,280 x 1,024 0.005 Lux 
@ F 1.2

H.264 
/MJPEG

30 fps
@ 1,280x1,024 Dual o - - - PoE, DC 12V

LSW900
1/3 Type Vertical 
Double Interline 

CCD
- 704 x 480

/704 x 576
0.00003 Lux
@ Sens-up On

H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o o - - PoE, DC 12 V, AC 24V

LSW2010
1/3 Type Vertical 
Double Interline 

CCD
- 704 x 480

/704 x 576
0.00006 Lux
@ Sens-up On

H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o - - - PoE, DC 12V

Type Image Model 
No.

Imaging 
Sensor Lens Horizontal 

Resolution
Min. 

Illumination
Day & 
Night

WDR / 
HSBLC

3D-
DNR

User Color 
Mode Masking OSD Vandal-

Proof Power Source

A
nalog

B
ox C

am
era

L332 1/3 Type 
Super HAD II CCD

C/CS
Mountable 650TVL 0.00003 Lux @ 

Sens-up Auto, F1.2 ICR o(+ACE) / o o o 12 15 - DC 12V, AC 24V, AC 230 V

L330 1/3 Type 
Super HAD II CCD

C/CS
Mountable 650TVL 0.1lux (F1.2, 30IRE) Digital - / - 2D-

DNR - o 8 - DC 12V

L322 1/3 Type 
Super HAD II CCD

C/CS
Mountable 600TVL 0.00003 Lux @ 

Sens-up Auto, F1.2  ICR o / o o o 8 15 - DC 12V, AC 24V, AC 230 V

L321 1/3 Type 
Super HAD II CCD

C/CS
Mountable 620TVL 0.005 Lux @ 

Sens-up Off, F1.2 ICR - / o o o 8 15 - DC 12V, AC 24V, AC 230 V

L320 1/3 Type 
Super HAD II CCD

C/CS
Mountable 620TVL 0.000001 Lux @ 

Sens-up x128, F1.2 Digital - / o o o 8 15 - DC 12V, AC 24V, AC 230 V

D
om

e C
am

era

L6323 1/3 Type CCD 2.8~
10mm 650TVL 0.00003 Lux @  

Auto, F1.2 ICR o (+ACE) / o o o 12 15 o DC 12V, AC 24V

L6223 1/3 Type CCD 2.8~
11mm 600TVL 0.00003 lux2@

Sen-up Auto, F1.2 ICR o / o o o 8 15 o Dual (DC 12V / AC 24V)

L6213 1/3 Type 
Super HAD CCD

2.8~
11mm 620TVL 0.000001 Lux @ 

Sens-up x128, F1.4 ICR - / o o o 8 15 - Dual (DC 12V / AC 24V)

L6203 1/3 Type 
Super HAD CCD

2.8~
11mm 620TVL 0.0001 lux @

Sens-up Auto, F1.2 Digital - / o o o 8 15 o Dual (DC 12V / AC 24V)

L6104
1/3 Type 

Double Interline 
CCD

3.6mm 540TVL 0.1 Lux 
@ Sens-up Off Digital o / o 2D-

DNR - 4 2 o DC 12V ± 20%

L5323 1/3 Type CCD 2.8~
10mm 650TVL 0.00003 Lux @ 

Sens-up Auto, F1.2 ICR o (+ACE) / o o o 12 15 - DC 12V, AC 24V

L5223 1/3 Type CCD 2.8~
11mm 600TVL 0.00003 lux @

Sen-up Auto, F1.2 ICR o / o o o 8 15 - Dual (DC 12V / AC 24V)

L5213 1/3 Type 
Super HAD CCD

2.8~
11mm 620TVL 0.000001 Lux @ 

Sens-up x128, F1.4 ICR - / o o o 8 15 - Dual (DC 12V / AC 24V)

L5203 1/3 Type 
Super HAD CCD

2.8~
11mm 620TVL 0.0001 lux @

Sens-up Auto, F1.2 Digital - / o o o 8 15 - Dual (DC 12V / AC 24V)

L2304 1/3 Type CCD 3.0mm 650TVL 0.1lux (F1.2, 30IRE) Digital - / - 2D-
DNR - 4 8 - DC 12V

L2104 1/3 Type 
Sony CCD 3.6mm 540TVL 0.05 Lux Digital - / o - - 4 2 - DC 12V

Image Model 
No.

Imaging 
Sensor

Optical /
Digital
Zoom

Horizontal 
Resolution

Min. 
Illumination

Day & 
Night

WDR / 
HSBLC

3D-
DNR

Pan/Tilt 
Speed

 &Range
Masking OSD Vandal-

Proof Power Source

PT


Z
 C

am
era

L9322 1/4 Type CCD x12
/ x12 600TVL

Sens off : 0.05 lux, 
Sens up on : 
0.003 lux

ICR o  / o o
0˚~360˚, 

Max 500˚/Sec
0˚~90˚, 

Max 500˚/Sec

8 4 - DC 12V / AC 24V

LT923(I) 1/4 Type 
Ex-View HAD CCD

x37
/ x12 540TVL 0.003 Lux

@ Sens-up Auto ICR o / o o
0˚~360˚, 

Max 400˚/Sec
0˚~180˚, 

Max 400˚/Sec

8 4 o (x) AC 24V

LT913(I) 1/4 Type 
Ex-View HAD CCD

x37
/ x12 540TVL 0.003 Lux

@ Sens-up Auto ICR o / o o
0˚~360˚, 

Max 400˚/Sec
0˚~180˚, 

Max 400˚/Sec

8 4 o (x) AC 24V

LG Security System Line-up Chart
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Type Image Model 
No.

Imaging 
Sensor Lens Resolution

( N / P ) 
Min. 

Illumination
Video 

Compression
Frame 
Rate

Multi
Streaming

2-Way
Audio

RS-
485 VCA Vandal-

Proof Power Source

IP D
om

e C
am

era

LW6424
1/2.8 Type 

Progressive Scan 
CMOS

3~
9mm 1,920 x 1,080 0.1 Lux 

@ F 1. 4
H.264 

/MJPEG
30 fps

@ 1,080p Dual o - - o PoE, DC 12V

LW6324
1/3 Type 

Progressive Scan 
CMOS

2.8~
10mm 1,280 x 1,024 0.005 Lux 

@ F 1. 2
H.264 

/MJPEG
30 fps

@ 1,280x1,024 Dual o - - o PoE, DC 12V

LVW900
1/3 Type 

Vertical Double 
Interline CCD

2.8~
11mm

704 x 480
/704 x 576(N/P)

0.00003 Lux
@ Sens-up On

H.264 
/MJPEG

60/50 fps @ 
D1 Dual o - - o PoE, DC 12 V, AC 24V

LVW700
1/3 Type 

Vertical Double 
Interline CCD

2.8~
11mm

704 x 480
/704 x 576(N/P)

0.00003 Lux
@ Sens-up On

H.264 
/MJPEG

60/50 fps @ 
D1 Dual o - - - PoE, DC 12 V, AC 24V

LDW2010
1/3 Type 

Vertical Double 
Interline CCD

3.7mm 704 x 480
/704 x 576(N/P)

0.00006 Lux
@ Sens-up On

H.264 
/MJPEG

60/50 fps @ 
D1 Dual o - - - PoE, DC12V

LW5224R 1/3 Type 760H 
Super HAD CCD II

2.8~
11mm

704 x 480
/704 x 576(N/P)

0 Lux
@ IR On

H.264 
/MJPEG

60/50 fps @ 
D1 Dual o - - - PoE, DC 12 V, AC 24V

LW130W 1/4 Type CMOS Fixed Lens 
(2.85mm) 1,280 x 720 0.8 lux@F2.0

0 lux@ Flash LED
H.264 

/MJPEG

30fps @ 1,280 
x 720 

+ 30fps @ D1 
Dual o - - - DC 5V

PT


Z
 C

am
era

LW9424
1/3 Type Solid State 
Progressive Scan 

CMOS

x20 Opt
/ x12 Dig 1,920 x 1,080 0.0005 Lux

@ Sens-up Auto
H.264 

/MJPEG
30 fps @ 
1,080p Dual o o - o DC 12 V, AC 24V

LW9422
1/2.8 Type 

Progressive Scan 
CMOS

x12 Opt
/ x12 Dig 1,920 x 1,080

0.1 Lux (AGC 
High, Sens-up 

off)

H.264 
/MJPEG

30 fps @ 
1,080p Dual o - - o hPoE , DC12V

LW9228 1/4 Type EX-view 
HAD CCD

x37 Opt
/ x12 Dig

704 x 480
/704 x 576(N/P)

0.0001 Lux
@ Sens-up Auto

H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o - - o AC 24V

LW9228I 1/4 Type EX-view 
HAD CCD

x37 Opt
/ x12 Dig

704 x 480
/704 x 576(N/P)

0.0001 Lux
@ Sens-up Auto

H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o - - o AC 24V

LW9226 1/4 Type EX-view 
HAD CCD

x27 Opt
/ x12 Dig

704 x 480
/704 x 576(N/P)

0.0001 Lux
@ Sens-up Auto

H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o - - o AC 24V

LW9226I 1/4 Type EX-view 
HAD CCD

x27 Opt
/ x12 Dig

704 x 480
/704 x 576(N/P)

0.0001 Lux
@ Sens-up Auto

H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o - - - AC 24V

LVS301 - - - - H.264 
/MJPEG

60 / 50 fps 
@ D1 Dual o o - - PoE, DC 12 V, AC 24V

LVS311 - - - - H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o o - - PoE, DC 12 V, AC 24V

LVS201 - - - - H.264 
/MJPEG

60 / 50 fps
@ D1 Dual o o - - PoE, DC 12 V, AC 24V

Type Image Model 
No. Video OS Display Rate

(N/P) (fps)
Network

Transmission
Speed(N/P)

Division 
Mode

Recording Rate
(N/P) (fps) HDD Video

Compression
Alarm 

In / Out
ATM
/POS PTZ Power Source

D
V

R

H
ybrid LE5016D

16ch
(2 IP / 16 
Analog)

Embedded 
Linux

480
/400

240fps/200fps
@CIF

1, 4, 9, 16,
1+5, 1+7

480 @ 704x480
400 @ 704x576

Up to 
4HDDs H. 264 16 / 4 RS-232C 

(D-SUB9)
RS-485 
( x 2 ) AC Free 100~240V

LE5008D
8ch

(2 IP / 8 
Analog)

Embedded 
Linux

240
/2,010

120fps/100fps
@CIF

1, 4, 9,
1+5, 1+7

240 @ 704x480
200 @ 704x576

Up to 
4HDDs H. 264 8 / 2 RS-232C 

(D-SUB9)
RS-485 
( x 2 ) AC Free 100~240V

LE4016D
16ch

(2 IP / 16 
Analog)

Embedded 
Linux

480
/400

240fps/200fps
@CIF

1, 4, 9, 16,
1+5, 1+7

480 @ 352x240
400 @ 352x288

Up to 
4HDDs H. 264 16 / 4 RS-232C 

(D-SUB9)
RS-485 
( x 2 ) AC Free 100~240V

LE4008D
8ch

(2 IP / 8 
Analog)

Embedded 
Linux

240
/2,010

120fps/100fps
@CIF

1, 4, 9,
1+5, 1+7

240 @ 352x240
200 @ 352x288

Up to 
4HDDs H. 264 8 / 2 RS-232C 

(D-SUB9)
RS-485 
( x 2 ) AC Free 100~240V

S
tandard

LE6016N 16ch Embedded 
Linux

480
/400

120fps/100fps
@CIF

1, 4
9, 16

480 @ 352x240
400 @ 352x288

Up to 
2HDDs H. 264 8 / 4 - RS-485 

( x 1 ) DC 12V / 75W Adapter

LE6016D 16ch Embedded 
Linux

480
/400

120fps/100fps
@CIF

1, 4
9, 16

480 @ 352x240
400 @ 352x288

Up to 
1HDDs H. 264 8 / 4 - RS-485 

( x 1 ) DC 12V / 75W Adapter

LE2104 4ch Embedded 
Linux

120
/100

120fps/100fps
@CIF 1, 4 120 @ 352x240

100 @ 352x288
Up to 

2HDDs H. 264 4 / 2 - RS-485 
( x 2 ) DC 12V / 60W Adapter

LE2104D 4ch Embedded 
Linux

120
/100

120fps/100fps
@CIF 1, 4 120 @ 352x240

100 @ 352x288
Up to 
1HDDs H. 264 4 / 2 - RS-485 

( x2 ) DC 12V / 60W Adapter

LE1004 4ch Embedded 
Linux

120
/100

120fps/100fps
@CIF 1, 4 120 @ 352x240

100 @ 352x288
Up to 
1HDDs H. 264 4 / 1 - RS-485 

( x1 ) DC 12V / 36W Adapter

Type Image Model 
No. Screen Size Resolution Video Dimension (mm) Weight 

(kg)
Contrast 

Ratio
Aspect 
Ratio Brightness Power Source

M
onitor

LSM2150 55cm (21.5 Type) 1,920 x 1,080 VGA in 1, 
BNC in/out 2/2 519.8 x 400.5 x 193.5 5.5 1,000 : 1 16 : 10 300 cd/m2 AC 100~240V

LSM1850 47cm (18.5 Type) 1,366 x 768 VGA in 1, 
BNC in/out 2/2 454.7 x 362.8 x 193.2 3.82 1,000 : 1 16 : 9 300 cd/m2 AC 100~240V

LG Security System Line-up Chart
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LG XDI Technology The extreme dynamic image 
technology continues to evolve...

XDI-II ISP Technology is engineered to process high quality images from 520K/610K sensors so as to guarantee 650TV Lines 

high resolution. The key improvements include the expanded WDR range from 60dB to 68dB of analog image and the ACE, 

which enhances WDR performance. At the same time, the new 3D-DNR engine reduces noise and ghost-like phenomena, making 

it perfectly suitable to low light monitoring.

XDI-S2, the advanced version of XDI, is engineered to remove 

false images and enhance edge so as to achieve 620TV Lines 

high resolution. XDI’s Unique Color Reproduction Mechanism 

includes a Mosaic-Pixel Enhancement Unit and a 12-Bit ADC.

XDI is the first generation LG ISP Technology, which was 

produced in 2007. Based on XDI technology, LG Security 

has earnestly been developed high quality surveillance 

cameras. LG Security’s core image processing 

technologies were developed through XDI ISP. These 

technologies include WDR, 3D-DNR, EIS and Sens-up.

620TV Lines High Resolution

By removing the optical false color structure 
using LPF, and combining 12 bit A/D serial 
signals with image enhancement technology, 
XDI-S2 is able to achieve 620TV Lines 
resolution.

User Color Mode

Select the color mode: Standard, Warm, Cool 
or Vivid, as you prefer. It satisfies customers’ 
needs in the choice of colors.

Superior Image

Smart Intelligence

Reinforced Surveillance

•570TV Lines Resolution
•3D-DNR
•EIS
•WDR
•Privacy Zone Masking
•Sens-up

80dB WDR / Sens-up / EIS / 3D-DNR @ 1080p

XDI-ll can process Sens-up, EIS and 3D-DNR with 
progressive full HD superior images.

Auto Back Focus

The user can automatically adjust focus of Full HD 
images without a hitch, increasing ease in installation.

650TV Lines high resolution of analog image

Megapixel Super Resolution of network image

LG IP cameras provide a higher level of surveillance, 
thanks to its megapixel resolution image quality.
Normally, IP has limited image quality. The newly launched 
XDI-II ISP, however, is engineered to complement the 
XDI History XDI-II through megapixel technology.

The world’s best resolution with 650TV Lines is 
recognized for its combined technology of three-line 
filters, edge enhancement, and 520K/610K sensor 
images with new OLPF.

XDI History XDI-II

620 TVL

650 TVL

MEGA PIXEL
‘09

‘10

ACE (Adaptive Contrast Enhancement)

ACE can clearly distinguish objects in any location, 
including those with harsh lighting such as backlit 
warehouses with extreme differences in brightness in 
which WDR may not function properly.

Advanced MD

Advanced Motion Detection has been improved in terms 
of functionality and accuracy. It includes Smart, Regional 
and Anti-Tampering MD.

WDR on WDR / ACE onOriginal Scene

‘09 ‘12‘07
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